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S. FIRE FIGHTING MEASURES (continued)

Extin%uishing Media
xtinguish with dry chemical,carbon dioxide, or other universal type foam.

Fire Fighting Instructions
The use of SCBA is recommended for fire fighters. Water spray may be used to cool
containers exposed to heat and flame. Avoid spreading burning Tiquid with water
used for cooling purposes.

Fire and Explosion Hazards
This material is flammable and may be ignited by heat, sparks, flame or static
electricity. Vapors are heavier than air and may travel along the ground and may
be moved by ventilation; flashback along vapor trail may occur.

6. ACCIDENTAL RELEASE MEASURES

Eliminate all sources of ignition. If spill is indoors, ventilate area of spill; use

appropriate respiratory protection.

For large Sﬁi]]s, a universal t%pe foam may be used to suppress vapors. Contain the

. i1l by diking with sand or other inert material. Keep out of drains, sewers, or
\._saterways. Do not flush area with water. If necessary, contact fire authorities and

appropriate federal, state or local agencies.

For small spills, do not flush with water; use absorbent pads.

7. HANDLING AND STORAGE

Keep containers tightly close&. Keep containers cool, dry and away from sources of
ignition. Use and store this product with adequate ventilation. Avoid inhalation of
vapors and personal contact with the product. Use good personal hygiene practices.

8. EXPOSURE CONTROLS / PERSONAL PROTECTION '

_Engineering Controls
[ ] )

Provide NEC / NFPA approved ex;lﬂosion proof mechanical ventilation to maintain airborne
concentrations below the established exposure limits.

It is suggested that a source of clean water be available in work area for flushing
eyes and skin.

Personal Protective Equipment

Eye / Face Protection A
Chemical splash goggles or safety glasses in compliance with OSHA regulations are
advised. .

Skin Protection
The use of impermeable, solvent resistant gloves is advised to prevent skin
contact, possible irritation and absorption.
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( ) EXPOSURE CONTROLS / PERSONAL PROTECTION (continued)

RespiratoM Protection

Use NIOSH / OSHA agproved dﬁctridge respirators or a supplied air respirator
depending upon airborne concentrations.

Exposure Guidelines

Chemical Name ACGIH : OSHA

THA STEL ‘ THA STEL
Rotosolve (Aliphatic Portion) A 300 375 ppm 300 375 ppm
Toluene ., 100 150 ppm 100 150 ppm
Xylene (Mixed Isomers) 100 150 ppm 100 150 ppm

9. PHYSICAL AND CHEMICAL PROPERTIES

Boiling Range 230.4 F - 250.0 F
Density (Ibs/gal) 6.05
Vapor Density (vs. air) Heavier

. Oaporation Rate (vs. Butyl Acetate) Faster
Appearance Clear Liquid
Percent Volatile (wt.)  100.00

10. STABILITY AND REACTIVITY

Stability
Stable; hazardous polymerization will not occur.

Conditions to Avoid {

¥$ep product away from heat, sparks, pilot Tights, static electricity and open
ames.

lncomﬁatibility
This product is incompatible with strong acids or bases and oxidizing agents.

11. DISPOSAL CONSIDERATIONS

Reuse recovered material or dispose of product in accordance with local, county, state
and federal environmental regulations.

O
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C}. REGULATORY INFORMATION

Toxic Substances Control Act (TSCA)
The chemical components of this product are contained on the Section 8(B) Chemical
Substance Inventory List (40 CFR 710).

SARA Title Il Information
This product contains the fo]]owing substance(s) which are defined as toxic
chemical(s) under, and subject to the reporting requirements of Section 313 of
Title II1 of the Superfund Amendments and Reauthorization Act of 1986 (40 CFR

Part 372).

Chemical Name / Category CAS # Concentration
Toluene 108-88-3 57.02 %
Xylene (mixed isomers) 1330-20-7 1.73 %

13. ADDITIONAL COMMENTS,

Containers of this material may be hazardous when emptied. Since emptied containers
retain product residues (vapor, 11‘3u1’d, and / or solid), all hazard precautions given
the data sheets must be observed.

A

The information and recommendations contained in this Material Safety Data Sheet represent a compilation of information
from sources believed to be reliable and correct. Houwever no warranty, guaranty or representation is made as to the
ccuracy or completeness of this information. It is the responsibility of the user of this product to determine the

Q«itability of this information, the safety measures necessary to handle this product and to comply with all federal,
tate and local laws / regulations.

300-239 9.75 0.00 0.00 6660516000S1 6.75
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HERCULES INCORPORATED PEXATE* 37
Hercules Plaza Metal resinate solution
Wilmington, DE 19894
Phone #: (302) 594-5000 (24 hrs)
MSDS No.: 811 5000 3700-01

Supersedes MSDS No.: 767 1138 3008-01 Date: 10/21/94
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WARNING! FLAMMABLE LIQUID
CAN CAUSE IRRITATION OF EYES, SKIN AND RESPIRATORY TRACT.
ABSORPTION OF LIQUID THROUGH THE SKIN OR INHALATION OF VAPOR CAN
CAUSE HEADACHE, DIZZINESS, SLEEPINESS OR INCOORDINATION.-

|,
PEXATE*® 37 HMIS RATINGS: (1)
Metal resinate solution
: Health hazard: 2 Moderate (2)
(Formerly HERCULES#* RES [-2421 Flammability hazard: 3° Serious
Metal resinate solution) Reactivity hazard: 0 Minimal

A

CASRN: Mixture
CHEMICAL AND COMMON NAME: Metal re;}nate in toluene solution

APPEARANCE AND ODOR: Amber liquid; toluene odor

(2) Chronic toxicity data available. See Section V of MSDS.

% Registered Trademark of Hercules Incorporated

(1) Explanation of acronyms: 2
HMIS: Hazardous Materials ldentification System rating for product as supplied.
CASRN: Chemical Abstracts Service Registry Number
AlHA WEEL: American industrial Hygienists Association - Workplace

Environmental Exposure Level.
OSHA: Occupational Safety and Health Administration.
TLV: Registered trademark of American Conference of Governmental Industrial

Hygienists for Threshold Limit Values.

TWA: Time Weighted Average
$TEL: Short term exposure limit (See 29 CFR 1910.1048, March 1, 1989, revision)
C: Ceiling exposure concentration (See 29 CFR 1910.1000, March 1, 1989, rev.)
SKIN: May be absorbed through skin (See 29 CFR 1910.1048, March 1, 1989, rev.)
N/A: Not applicable
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<::>CHEMICAL-AND COMMON NAMES QﬂﬁRN WT % RECOMMENQED AIRBORNE .LEVELS (1) -
‘ 1992-1993
OSHA TWA TLV-TWA
Toluene 108-88-3 51 50 ppm

{ll. TYPICAL PHYSICAL & CHEMICAL CHARACTERISTICS
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BOILING POINT: 105-114 C (216—237 F) (3) 'SOLUBILITY IN WATER: Negligible

VAPOR PRESSURE AT 20 C: . 22 mmHg (3) . SPECIFIC GRAVITY: Lighter than water
VAPOR DENSITY: 3.2 (3) ' pH:" N/A
. VOLATILE .(WT.),%: Lg9-51 EVAPORATION RATE: Faster than

' butyl acetate (3)
FREEZING POINT: Not determined .
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(::) , WARNING! FLAMMABLE LIQUID.
FLASH POINT: . 5 € (bk F) (3) TAG Closed Cup
FLAMMABLE LIMITS: ‘Lower: 1.0; Upper: 7:0 (3).
AUTOIGNITION TEMPERATURE: " Not determined
EXTINGUISHING MEDIA: Water spray, dry chemical, foam, carbon dioxide, or ha]on.
SPECIAL FIREFIGHTING PROCEDURES:
Cool containers with water if.exposed to flre.
Avoid breathing fumes from fire. - : i
UNUSUAL FIRE-AND EXPFOS[ON HAZARDS: None
STABILITY CONSIDERATIONS: Stable
INCOMPATIBILITY WiTH: None

.HAZARDOUS DECOMPOSITION PRODUCTS: Not determined

(3) Proéérty.of toluene solvent. Property of product may be different.

.(::) ) Continued...
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..Continued

HAZARDOUS PRODUCTS OF COMBUSTION:
Combustion products vary depending on fire conditions and other products in

the fire. The predominant products will be carbon monoxide and carbon
dioxide. Under some conditions, aldehydes and carboxylic acids may be
formed. These will be irritating to eyes, nose, throat, and lungs.

HAZARDOUS POLYMERIZATION: Will not occur.

WARNING! CAN CAUSE IRRITATION OF EYES, SKIN AND RESPIRATORY TRACT.
ABSORPTION OF LIQUID THROUGH THE SKIN OR INHALATION OF VAPOR CAN
CAUSE HEAQ&FHE DIZZINESS SLEEPINESS OR INCOORDINATION.

SIGNS & SYMPTOMS OF OVEREXPOSURE IN THE NORKPLACE'

- EYES: ‘ Liquid can cause temporary corneal cloudlness, redness, pain,
tearing; vapor may also cause irritation. Prolonged exposure
may cause visual changes. ' :

SKIN: - Liquid can cause irritation, drylng, scaling, cracking and
dermatitis and ibnormal skin sensations such as burning,
prickling, tingling or numbness. Absorption through the skln
can cause harmful systemic effects.

INHALAT(ON: inhaling vapor or mjst may cause -irritation of the nose and

- - throat, nausea, headache and, at high concenttations,
dizziness, incoordination, and drowsiness.

INGESTION: May cause nausea, vomiting, burning sensation of the mouth
and throat, headache, dizziness, incoordination and
drowsiness.

EMERGENCY & FIRST AID PROCEDURES: - :
EYES: Immediately flush-with plenty of low-pressure water for at least 15
minutes. Remove any contact lenses to ensure thorou?h flushing. Call a
physician. .

SKIN: Promptly wash wuth soap and water. Remove contaminated clothing.
:Wash clothing -before reuse. .

INHALATION: Remove to fresh air. |f breathing has stopped, give
artificial resplration. If breathing is difficult, give oxygen. Call a
physicians. . ' :

INGESTION: If this product is swallowed, do NOT induce vomiting. Call a

physician immediately.

“Continued...
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...Continued

MEDICAL CONDITIONS GENERALLY ‘4@ COGNIZED AS BEING AGGRAVATED BY EXPOSURE:
Exposure to toluene may increase the severity of liver injury from alcohol
abuse.

This product contains rosin or a rosin derivative. Rosin and some of its
derivatives have been reported to cause an allergic skin reaction
(sensitization) in susceptible individuals under certain non-industrial
exposure conditions of repeated and\ prolonged skin contact. Individuals
sensitized to rosin derivatives may also react to this product after skin
contact. Hercules is unaware of any allergic skin reactions caused by
industrial exposure to this product or 'similar materials. A thorough
search of Hercules medical records has disclosed no case of skin
sensitization to rosin or its derivatives from industrial exposure in our
workers. None have been reported by our customers.

PRIMARY ROUTES OF ENTRY: Inhalation, skin.

CANCER INFORMAT{ON: ; ; _
The components of this product are NOT listed as carcinogens by the.
National Toxicology Program (NTP). They are NOT regulated as carcinogens
by the Occupational Safety and Health Administration (0OSHA). The
International Agency for Research on Cancer (IARC) has evaluated toluene
! (::) and found it was not classifiable as to human carcinogenicity. Other
components have NOT been evaluated by IARC.

REPORTED HUMAN EFFECTS: ; N ) , :

TOLUENE vapor is rapidly absorbed through the lungs. Daily exposure to
_concentrations of 49 to 130 ppm caused decreases in manual dexterity,

memory, and visual perception. Levels of 200 ppm for 8 hr produced mild
fatigue, weakness, confusion, abnormal skin sensations such as burning,
prickling, tingling or numbness, and tearing and transient irritation of
the eyes. Higher concentrations also cause nausea, headaches, tiredness,
and dizziness. lInhalation of very high concentrations for a prolonged
period of time produces vision disturbances, nausea, narcosis and
collapse. Chronic inhalation exposure may cause liver, nerve and brain
damage. Toluene has also been reported to cause effects on. the heart
(cardiac sensitization) which can result in death. Ingestion. causes .
tremors, effects on heart, convulsions, stupor, shallow rapid respiration
and unconsciousness; liver and kidney damage may occur.

A review of data by the California Department of Health Services concluded
that instances of adverse reproductive effects associated with deliberate
inhalation of paint thinners by pregnant women constitute limited evidence
for reproductive toxicity of toluene.

METAL RESINATE: None khown.

(::> Continued...
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..Continued

REPORTED ANIMAL EFFECTS:
TOLUENE is absorbed rapidly by the lungs, more slowly from the
gastrointestinal tract, and quite slowly through the skin. It has its
primary toxic effect on the central nervous system. The one-hour
inhalation LC50 is about 27,000 ppm in rats. Exposure to toluene vapor at
high concentrations caused initial excitement, then muscular
incoordination, tremors, narcosis and weakness, and ultlmately
unconsciousness. Several species of animals exposed to toluene vapor at
concentrations of 100 ppm or greater, 8 hr/day for 3 to &k months, showed no
significant signs of overt toxicity. Recent studies have indicated a
high-frequency hearing loss in weanling and young adult rats exposed to
1200 ppm toluene 14 hr/day for about 35 consecutive days.

TOLUENE has an acute rat oral LD50 greater than 5 g/kg. Liquid toluene
caused transient irritation of the eyes. The dermal LD50 in rabbits was
14 g/kg; dermal application of toluene up to 20 times caused slight to
moderate irritation. Rats given up to 590 mg/kg/day orally for 6 months
showed no i1l effect®®

A data review by the California Department of Health Services concluded
that results of animal studies constitute limited evidence for female
reproductive toxicity of toluene and sufficient evidence of fetal
developmental toxicity.

METAL RESINATE: None known. \

OTHER: ¢ : : .
TOLUENE was inactive in several in vitro mutagenicity test systems.
Chromosome changes have been reported in toluene-exposed workers.

SPILL PROCEDURES: {
Eliminate sources of ignition. Wear self-contained breathing apparatus if
necessary to enter spill area. Small Spills: Add absorbent, sweep up, and
discard. Large Spills: Dike to contain and pump into drums for use or
disposal. .

WASTE DISPOSAL METHOD:
Incineration of combustible wastes in permitted facilities is the preferred
disposal method.

Refer to Section Viil for specific Federal Environmental and Regulatory
Data regarding use or disposal of this product.
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APPROPRIATE HYGIENIC PRACTICES:
Avoid contact with eyes, skin, ‘and clothing.
Avoid breathing vapor.
Wash thoroughly after handFahg, and before eating, drinking or.smoking.
Remove contaminated clothing promptly and clean thoroughly before reuse.
Avoid contamination of food, beverages, or smoking materials.

PERSONAL PROTECTIVE EQUIPMENT: ;
Impervious gloves
Safety glasses
Appropriate respiratory protectlonw\s required when exposure to an airborne
contaminant is likely to exceed acceptable limits. Respirators should be
selected and used in accordance with OSHA, Subpart | (29 CFR 1910.13L4) and
manufacturer's recommendations. f
Appropriate protective clothing

WORK PRACTICES: .
Eyewash. fountains .and safety showers should be easily accessible.

HANDLING AND STORAGE PRECAUTIQNS:
Keep away from heat, sparks, and flame. - :
-Store in. areas-that are designed for flammable quuud storage .(see NFPA 30) .
. "Eliminate ignition sources' and:-prevent build-up of static electric charges. -
Keep containers closed. :
(::) . Store at room -temperature below 27 °C-(80 F), in order to preserve product: - *
integrity.

ENGINEERTING CONTROLS:
Adequate’ ventilation should be provided to keep vapor concentrations below
acceptable exposure limits.  Discharge from the venti.lation system should
comply with applicable -air pollution control regulations.
"-Provide electrical wiring for hazardous atmosphere.

" PROTECTIVE MEASURES DURING REPAIR- AND MAINTENANCE°
Eliminate sources of ignition.
Completely isolate and thoroughly clean all equupment, plping or vessels
before beginning maintenance or repairs. d
Keep area clean. Product will burn.
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The following environmental and regulatory data are provided to assist users
of this product in defining their regulatory environmental compliance
obligations.

A. PRODUCT COMPOSITION

PRODUCT (P) or TRADE NAME or

COMPONENT NO. CHEMICAL COMPONENT CASRN WT. PERCENT
P PEXATE* 37 Mixture 100
Metal resinate solution
1 Toluene. 108-88-3 51
2 Metal resinate Proprietary 1.4 (as Zn)
B. SARA TITLE IIl (See footnotes)
SEC. 304 SEC. 302
COMPONENT EHS EHS SEC. 311/312 SEC. 313 TOXIC
NO. RQ (l1bs) TPQ (1bs) HAZARD CATEGORY . CHEMICAL (YES, NoO)
P N/A N/A HC-1, HC-2, HC-3 N/A
1 N/A @& N/A HC-1, HC-2 . YES
2 N/A N/A NHH YES |

C. CERCLA (4O CFR 302.4 HAZARDOUS SUBSTANCE & REPORTABLE QUANTITIES)

PEXATE 37 Metal resinate solution contains toluene which is ‘a ""Hazardous
‘Substance'" listed in 40 CFR 302.4. PEXATE .37 Metal resinate solution ‘has
a "Reportable Quantity" of 1)\950 lbs. . ce ' # '

D. RCRA [INFORMATION g
This product exhibits the characteristic of ignitability (D001) as defined
in hazardous waste regulations 40 .CFR 261 Subpart C. Therefore, disposal
of unused product must comply with hazardous waste regulations.

E. OTHER o
This product contains toluene which is listed as a "Toxic Pollutant" under
section 307 of the Clean Water Act and specific discharge limitations on
wastewaters containing it may apply. Refer to the Effluent Guidelines for
your industry (4O CFR 401 through 469). ' -

The components of this product are {ncluded on the EPA TSCA Chemical
Substance Inventory.

Continued...
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FOOTNOTES:
SEC. 302 - Threshold Planning Quantity, Extremely Hazardous Substance
(EHS) (4O CFR 355 Emergency Planning and Notification
regulations) <&, .
N/A: This chemical is not an EHS. Therefore, there is no Threshold
Planning Quantity (TPQ).

SEC. 304 - Reportable Quantity for Releases of an EHS (LO CFR 355,

Appendix A)
N/A: This chemical is not an EHS. Therefore, there is no Reportable
Quantity (RQ). h

SEC. 311/312 - LO CFR 370 Hazardous Chemlcal Reporting Requirements
"Hazard Categories'

HC-1 Immediate (acute) health hazard

HC-2 Delayed (chronic) health hazard

HC-3 Fire hazard

HC-4 Sudden release of pressure hazard

HC-5 Reactive hazard

NHH Not a health hazard

NPH Not a physical hazard

SEC. 313 - 4O CFR 372 Toxic Chemical Release Reporting Requirements

NO: This component is NOT subject to the reporting requirements of
Section 313 of Title Ill of the Superfund Amendments and
Reauthorization Act of 1986 and 40 CFR Part 372 Toxic Chemical
Reporting requirements.

YES: This component is subject to the reporting requirements of Section
313 of Title 111 .of the Superfund Amendments and Reauthorization Act
of 1986 and 40 CFR Part 372 Toxic Chemical Reporting requirements.
Percent composition (or estimated range) is listed above.

N/A: This product is a mixture. As such, it is not listed as a Toxic
Chemical under 4O CFR 372, Section 313 reporting requirements.
Reportable constituents are listed individually where they exceed
threshold concentration limits.

HERCULES INCORPORATED HAS COMPILED THE INFORMATION AND RECOMMENDATIONS
CONTAINED IN THIS MATERIAL SAFETY DATA SHEET FROM SOURCES BELIEVED TO BE
RELIABLE AND TO REPRESENT THE MOST REASONABLE CURRENT OPINION ON THE SUBJECT
WHEN THE MSDS WAS PREPARED. NO WARRANTY, GUARANTY OR REPRESENTATION 1S MADE
AS TO THE CORRECTNESS OR SUFFICIENCY OF THE INFORMATION. THE USER OF THIS
PRODUCT MUST DECIDE WHAT SAFETY MEASURES ARE NECESSARY TO SAFELY USE THIS
PRODUCT, EITHER ALONE OR IN COMBINATION WITH OTHER PRODUCTS, AND DETERMINE ITS
ENVIRONMENTAL REGULATORY COMPLIANCE OBLIGATIONS UNDER ANY APPLICABLE FEDERAL
OR STATE LAWS.

Doc. No. 9000s
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.ACULES 1INCURPOURATED : PEXATE*® 232-S
HERCULES PLARZA METAL RESINATE SOLUTION
WILMINGTON, DE 19894
PHONE 4#: (302) 594-5000 (24 HRS) MSDS NO.: 811 S011 0100-05
SUPERSEDES MSDS #: 811 5011 0100-04 DATE: 10,/12/90
I. PRODUCT IDENTIFICATION

WARNIMNG FLAMMABLE L1QUID.
CAN CAUSE IRRITATIOM OF EYES., SKIN AMND RESPIRATORY TRACT.
ABSORPTION OF LIGQUID THROUGH THE SKIN OR INHALATION UF VAPOR CAN
CAUSE HEADACHE, DIZZINESS, SLEEPINESS OR INCOUORDINATION.
IF SWALLOWED ., VOMITING CAN CAUSE FATAL LUNG INJURY,

PEXATE* 232-S METAL RESINATE SOLUTION HMIS RATINGS: (1)
HEALTH HAZARD: 2 MUODERATE
FLAMMABILITY HAZARD: 3 SERIOUS
i REACTIVITY HAZARD: 0 MINIMAL
' 3 )

CHEMICAL AND COMMON NAME: CALCIUM/ZINC RESINATE IN TOLUENE SOLUTION

| (:)ARQNCE AND ODOR: AMBER LIQUID; TOLUENE ODOR

* REGISTERED TRADEMARK OF HERCULES INCORPORATED.

(1YEXPLANATION OF ACRONYMS: - b

HMIS: HAZARDOUS MATERIALS IDENTIFICATION SYSTEM RATING FOR PRODUCT AS SUPPLIED.

AIHA WEEL: AMERICAN 1NDUSTRI1AL HYGIENISTS ASSUCIATION - WORKPLACE
ENVIRONMENTAL EXPOSURE LEVEL.

0OSHA: OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION.

TLVU: REGISTERED TRADEMARK OF AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL

HYGIENISTS FOR THRESHOLD LIMIT VALUES.

TWwA: TIME WEIGHTED AVERAGE

STEL: SHORT TERM EXPOSURE LIMIT (SEE 29 CFR 1910.1048, MARCH 1, 1989, REVISION)

C: CEILING EXPOSURE CONCENTRATION (SEE 29 CFR 1910.1000, MARCH 1, 1989, REV.)

SKIN: MAY BE ABSORBED THROUGH SKIN (SEE 29 CFR 1910.1048, MARCH 1, 1989, REV.)

N/a:  NOT APPLICABLE

HERCULES INCORPORATED HAS COMPILED THE INFORMATIOM AND RECOMMENDAT IONS
CONTAINED 1IN THIS MATERIAL SAFETY DATA SHEET FROM SOURCES BELIEVED TO BE
RELIABLE AND TO REPRESENT THE MOST REASONABLE CURRENT OPINION ON THE SUBJECT
WHEN THE MSDS WAS PREPARED. NO WARRANTY, GUARANTY OR REPRESENTATION IS MADE
(ﬁng THE CORRECTNESS OR SUFFICIENCY OF THE INFORMATION. THE USER OF THIS

<JDUCT MUST DECIDE WHAT SAFETY MEASURES ARE NECESSARY TO SAFELY USE THIS
PRODUCT, EITHER ALONE OR IN COMBINATION WITH DOTHER PRODUCTS, AND DETERMINE ITS
ENVIRONMENTAL REGULATORY CUOMPLIANCE OBLIGATIONS UNDER ANY APPLICABLE FEDERAL
OR STATE LAWS.
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I1 HAZARDUOUS INGREDIENTS & EXPOSURE LINITS
CHEMICAL AND COMMON NAMES: CASRN % RECOMMENDED AIRBORNE LEVELSC(1)
0USHA TwA TLVU-TWA 1989-90
TOLUENE 108-88-3 40 100 PPM (2)
i 150 PPM STEL
‘e ) i

(2) FUR TOLUENE, THE NIUOSH RECOMMENDED EXPOSURE LINMIT 1S 100 PPM FOR A 10-HOUR
TWwA. THE NIOSH RECOMMENDED 10-MINUTE CEILING 1S 200 PPM.

BOILING POINT: 114 C (237 F) (3) SOLUBILITY IN WATER: NEGLIGIBLE
VAPUOR PRESSURE AT 20 C: NOT DETERMINED.' SPECIFIC GRAUITY: 1.0

VUAPOR DENSITY: NOT DETERMINED. PH: N/A

VOLATILE (WGT.),.%: 40 EVAPORATION RATE: FASTER THAN BUTYL

ACETATE
rC:jZING POINT: NOT DETERMINED.

WARNING FLAMMABLE LI1QUID.

FLASH POINT: 4 C (40 F) (3) PENSKY-MARTENS
FLAMMABLE LIMITS: 1.2 70 7.1 % BY UOLUME (3)
AUTOIGNITION TEMPERATURE: NOT DETERMINED.
EXTINGUISHING MEDIA: WATER SPRAY, DRY CHEMICAL, FOAM, CARBON DIOXIDE, OR HALON
SPECIAL FIREFIGHTING PROCEDURES:

COOL CONTAINERS WITH WATER IF EXPOSED TO FIRE.

USE SELF-CONTAINED BREATHING APPARATUS.

UNUSUAL FIRE AND EXPLOSION HAZARDS:
NONE, OTHER THAN HAZARDS ASSOCIATED WITH FLAMMABLE LIQUID FIRES.
STABILITY CONSIDERATIONS: STABLE

ijDPRDPERTIES OF TUOLUENE SULVENT. PROPERTIES OF PRUODUCT MAY BE DIFFERENT.

CONTINUED. ..
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V. FIRE, EXPLOSION, & REACTIVITY HRZARD DATA

. . . CONTINUED
INCOMPATIBILITY WITH: NONE
HAZARDOUS DECOMPOSITION PRODUCTS: NOT DETERMINED.

HAZARDOUS PRODUCTS OF COMBUST 10ON:
CARBON MONOXIDE, CARBON DIOXIDE AND SMOKE. DEPENDING ON CONDITIONS, SUME
ALIPHATIC ALDEHYDES AND CARBOXYLIC ACIDS ALS0 MAY BE FORMED.

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR.

WARNING CAN CAUSE IRRITATION OF EYES. SKIN AND RESPIRATURY TRACT.
ABSORPTI{ON OF LIQUID THROUGH THE SKIN OR INHALATION OF UAPOR CAN
CAUSE HEADACHE, DIZZINESS, SLEEPINESS OR INCOORDINATION.
IF SWALLOWED . ASPIRATION CAN CAUSE FATAL CHEMICAL PNEUMONIA.

SIGNS & SYMPTOMS OF OVEREXPOSURE IN THE WORKPLACE:
YES: LIQUID CAN CAUSE TEMPORARY CORNEAL CLOUDINESS, REDNESS., PAIN,
<:5 TEARING ; UﬂP@%S MAY ALSO CAUSE IRRITATION. PROLONGED
EXPOSURE MAY CAUSE VISUAL CHANGES.
SKIN: LIQUID CAN CAUSE IRRITATION, DRYING, SCALING, CRACKING AND
DERMATITIS AND ABNORMAL SKIN SENSATIONS SUCH AS BURNING,.
PRICKLING, TINGLING OR NUMBNESS. ABSORPTION THROUGH THE SKIN
CaN CAUSE HARMFUL SYSTEMIC EFFECTS.
INHALATION: INHALING VAPOR OR MIST MAY CAUSE IRRITATION UF THE NOSE AND
THROAT, NAUSEA, HEARACHE AND., AT HIGH CONCENTRATIONS,
DIZZINESS, INCOORDINATION, AND DROWSINESS.
INGEST I'ON: MAY CAUSE NAUSEA, VOMITING., BURNING SENSATION OF THE MUOUTH .
AND THROAT, HEADACHE, DIZZINESS, INCOORDINATION AND
DROWSINESS. VUOMITING CAN CAUSE FATAL LPNG INJURY.

EMERGENCY & FIRST AlD PROCEDURES:
EYES: IMMEDIATELY FLUSH WITH PLENTY 0OF LUOW-PRESSURE WATER FOR AT LEAST
15 MINUTES. REMOVE CONTACT LENSES TO ENSURE THOROUGH FLUSHING. CALL A
PHYSICIAN.

SKIN: PROMPTLY WASH WITH SOAP AND WATER. REMOVE CONTAMINATED CLOTHING.
WASH CLOTHING BEFOURE REUSE.

INHALATION: REMOVE TO FRESH AIR. [IF BREATHING HAS STOPPED, GIVE
ARTIFICIAL RESPIRATION. IF BREATHING 1S DIFFICULT GIVE OXYGEN. CALL A
PHYSICIAN.

O

CONTINUED. ..
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V. HEALTH HAZARD DATA

EMERGENCY & FIRST AlD PROCEDURES:...CONTINUED
INGESTION: DO NOT INDUCE VOMITING. CALL A PHYSICIAN.

NOTE TO PHYSIClAN: THIS MATERIAL CONTALINS A HYDROCARBUN SOLVENT.
ASPIRATION INTO THE LUNGS 'LL RESULT IN CHEMICAL PNEUMONITIS.

MEDICAL CONDITIONS GENERALLY RECOBNIZED AS BEING ALGRAVATED BY EXPUOSURE:
THIS PRODUCT CONTARINS RUSIN OR A ROSIN DERIVATIVE. ROSIN AND SUME OF ITS
DERIVATIVES HAVE BEEN REPORTED TO,CAUSE AN ALLERGIC SKIN REACTION
(SENSITIZATION) IN SUSCEPTIBLE IN&IUIDUHLS UNDER CERTAIN NONINDUSTRIAL
EXPUOSURE CONDITIONS OF REPEATED AND PROLONGED SKIN CONTACT. REPEATED
EXPOSURE TO SMOUKE UR FUMES OF DECOMPPSITIUN PRODUCTS UF PEXATE®* 232-S METAL
RESINATE SOLUTION HEATED TO HIGH TEMPERATURES MAY PRODUCE AN ASTHMATILC
REACTION (RESPIRATORY SENSITIZATION) 1IN SENSITIVE INDIVIDUALS.
EXPOSURE TU TOLUENE MAY INCREASE THE SEVERITY OF LIVER INJURY FROM ALCOHOL
ABUSE.

PZ;;?RY ROUTES OF ENTRY: EYES, SKIN, INHALATION

LANCER INFORMATI1O0ON:
NOT LISTED AS A CARCINOGEN BY NTP (NATIONAL TOXICOLOGY PROGRAM) 3 NOT
REGULATED AS A CARCINOGEN BY OSHA (OCCUPATIONAL SAFETY AND HEALTH
ADMINISTRATION) 5 THE INTERNATIONAL AGENCY FOR RESEARCH ON CANCER (IARC) HAS
EVALUATED TOLUENE AND FOUND IT WAS NOT CLASSIFIABLE AS TO HUMAN
CARCINOGENICITY.

REPORTED HUMAN EFFECTS:
TOLUENE VAPOR IS RAPIDLY ABSORBED THROUGH THE LUNGS OF HUMANS. DAILY
EXPOSURE TO CONCENTRATIONS OF 49 TO 130 PPM CAUSED DECRERSES IN MANUAL
DEXTERITY, MEMORY. AND VISUAL PERCEPTION. LEVELS OF 200 PPM FOR B8 HR
PRODUCED MILD FATIGUE., WEAKNESS, CONFUSION, ABNORMAL SKIN SENSATIONS SUCH
AS BURNING, PRICKLING, TINGLING OR NUMBNESS, AND TEARING AND TRANSIENT
IRRITATION OF THE EYES. HIGHER CONCENTRATIONS ALSO CAUSE NAUSEA,
HEADACHES, TIREDNESS. AND DIZZINESS. INHALATION OF VERY HIGH
CONCENTRATIONS FOR A PROLONGED PERIOD OF TIME PRODUCES VISION DISTURBANCES,
NAUSEA, NARCOSIS AND COLLAPSE. CHRONIC INHALATION EXPOSURE MAY CAUSE
LIVER, NERVE AND BRAIN DAMAGE. TOLUENE HAS ALSO BEEN REPORTED TO CAUSE
EFFECTS ON THE HEART (CARDIAC SENSITIZATION) WHICH CAN RESULT IN DEATH.
INGESTION CAUSES TREMURS, EFFECTS ON HEART, CONUULSIONS, STUPOR, SHALLOW
RAPID RESPIRATION AND UNCONSCIOUSNESS; LIVER AND KIDNEY DAMAGE MAY UOCCUR.

-

CALCIUM/ZINC RESINATE: NONE KNOWN

<:> CONTINUED. ..
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.. . CONT1INUED

REPURTED ANIMAL EFFECTS:
TOULUENE 1S ABSORBED RAP1DLY BY THE LUNGS., MURE SLOWLY FROM THE
GASTROINTESTINAL TRACT, AND QUITE SLOWLY THRUUGH THE SKIN. IT HRS ITS
PRIMARY TUXIC EFFECT UM THE CENTRAL NERVOUS SYSTEM. THE UONE-HOUR
INHALATION LCS0 [S ABOUT 27,000 PPM IN RATS. EXPUSURE TO TOLUEMNE UVAPOR AT
HI1GH CONCENTRATIONS CAUSED IN1TlAL EXCITEMENT, THEN MUSCULAR
INCOURDINATION, TREMORS, NARCUSIS AND WEAKNESS, AND ULTIMATELY
UNCUONSCIOUSHNESS. SEVERAL SPECLES OF ANIMALS EXPOSED TO TOLUENE VAPOR AT
CONCENTRATIONS OF 100 PPM OR GREATER. B8 HR/DAY FUR THREE TO FOUR MUNTHS,
SHOWED NU SIGNIFICANT S1GNS OF UVERT TUXICITY. RECENT STUDIES HAVE
INDICATED A HIGH-FREQUENCY HEARING LOSS IN WEANLING AND YOUNG ADULT RATS
EXPOSED TO 1200 PPM TOLUENE 14 H/7DAY FUR ABUOUT 25 CUNSELUTIVE DAYS.

TOLUENE HAS AN ACUTE RAT ORAL LD%0 GREATER THAN S G/Kis. LIQUID TOLUENE
CAUSED TRAMSIENT 1RRITATIOUN OF THE EYES. THE DERMAL LD50 IN RABBITS WAS
14 G/KG; DERMAL APPLICATION OF TOLUENE UP TO 20 TIMES CAUSED SLIGHT TUO
MODERATE IRRITATION. RATS GIVEN UP T0O 5%0 MG/KG/DAY ORALLY FUR SiX MONTHS
SHOWED NO [LL EFFECTS.

C:IELCIUN/ZINC RESINATE: NONE KNOWN

r 'i)
OTHER:
TOLUENE WAS [NACTIVE IN SEVERAL IN VUITRO MUTAGENICITY TEST SYSTEMS.
CHROMUSOME CHANGES HAVE BEEN REFPORTED IN TOLUENE EXPOSED WORKERS.

Vl. SPILL PROCEDURES & WASTE DISPOSAL

____________________________________ }i__-_-__--———___—_-—__—__—_————-__——--——-—-

SPlLL FPROCEDURES:
ELIMINATE SOURCES OF IGNITION. WEAR :SELF-CONTAINED BREATHING APPARATUS IF
NECESSARY TO EMTER SPILL AREA. SMALL SPILLS: ADD ABSORBENT, SWEEP UP, AND
DISCARD. LARGE SPILLS: OIKE TO CONTAIN AND PUMP INTO DRUMS FOR USE OR
D1SPOSAL.

WASTE DISPOSAL METHOD:
INCINERATION IN ACCORDANCE WITH LOCAL, STATE. AND FEDERAL HAZARDOUS WASTE
REGULATIONS.

REFER TO SECTION VIII FOR SPECIFIC FEDERAL ENUVIRONMENTAL AND REGULATORY
DATA REGARDING USE OR DISPOSAL OF THIS PRODUCT.

O _______________________
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APPROPRIATE HYGIENIC PRACTICES:
AVOID CONTACT WITH EYES., SKIN, AND CLOTHING.
AVC1D BREATHING UVAPORS.
WASH THORUOUGHLY AFTER HANDLING, AND BEFORE EATING, DRINKING OR SMUKING.
REMOVE CONTAMINATED CLOTHING PRUMPTLY AND CLEAN THUROUGHLY BEFURE REUSE.
AVDID COMTAMINATION OF FUDgi BEVERAGES ., OR SMUKING MATERIALS.

[ ,

PERSONAL PROTECTIVE EQUIPMENT:
IMPERVIOUS GLOVES.
SAFETY GLASSES.
APPROPRIATE RESPIRATORY PROTECTION IS REQUIRED WHEN EXPUSURE TO AN AIRBORNE
CUNTAMINANT 18 LIKELY TU EXCEED ACCEPTABLE LIMITS. RESPIRATUORS SHOULD BE
SELECTED AND USED IN ACCORDANCE WITH 0OSHA, SUBPART 1 (29 CFR 1910.134) AND
MAMUFACTURER 'S RECOMMENDATIONS. N\
APPROPRIATE PROTECTIVE CLOTHING.

WORK PRACTICES: e
EYEWASH FOUNTAINS AND SAFETY SHOWERS SHOULD BE EASILY ACCESSIBLE.

HANDL ING AMD STORAGE PRECAUTIONS:
NDLE ACCORDING TO TOLUENE HANDLING REQUIREMENTS.
ORE AT ROOM TEMPERATURE BELOW 27 C (80 F), 1IN ORDER TO PRESERVE PRODUCT

INTEGRITY.

ENGINEERING CONTROLS:
ADERUATE VENTILATION SHOULD BE PROVIDED TUO KEEP VAPUOR CONCENTRATIONS BELDN

ACCEPTABLE EXPOSURE LIMITS. DISCHARGE FROUM THE VENTILATION SYSTEM SHOULD
COMPLY WI{TH APPLICABLE AIR POLLUTION CONTROL REGULATIONS.
STORE IN AREAS THAT ARE DESIGNED FOR FLAMMABLE LIQUID STOURAGE (SEE NFPA 30).

PROTECTIVE MEASURES DURING REPAIR AND MAINTENANCE:
ELIMINATE SOURCES OF 1GNITION,
COMPLETELY ISOLATE AND THOROUGHLY CLEAN ALL El;lUIPMENTI PIPING OR VESSELS
BEFORE BEGINNING MAINTENANCE OR REPAIRS.
KEEP AREA CLEAN. PRODUCT WILL BURN.
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THE FOLLOWING ENVIRONMENTAL AND REGULATORY DATA ARE PROVIDED TO ASSIST USERS
OF THIS PRODUCT 1IN DEFINING THEIR REGULATORY ENUIRONMENTAL COMPLIANCE
UBLIGATIONS.

A. PFRODUCT COMPOSITION

PRODUCT (P) OR TRADE NAME OR

COMPONENT NO. CHEMICAL COMPONENT CAS NUMBER WT. PERCENT
P PEXATE* 232-S N/A 100
METAL RESINATE
SOLUTION
1 TOLUENE 1ug-88-3 40
2 ZINC RESINATE TRADE SECRET 1.5 TO 3.0 (AS ZN)

B. SARA TITLE 111 (SEE FOUOTNOTES)

SEC. 304 SEC. 302
COMPONENT EHS EHS SEC. 311/312 SEC 313 TOXIC
NO. RO (LBS) TPQ (LBS) HAZARD CATEGORY CHEMICAL (YES. NO)
(::F N/A N/B HC-1, HC-3 N/A
1 N/A N/A HC-1 YES
2 N/A @ N/ NHH . NO

C. CERCLA (40 CFR 302.4 HAZARDOUS SUBSTANCE & REPORTABLE QUANTITIES)

PEXATE 232-S METAL RESINATE SOLUTION CONTAINS TOLUENE THAT IS A
"HAZARDOUS SUBSTANCE" LISTED IN 40 CFR 3U2.4. PEXATE 232-S METAL
RESINATE SOLUTION HAS A "REPORTARLE QUANTITY" OF 2,500 LBS.

D. RCRA INFORMATION v i
THIS PRODUCT EXHIBITS THE CHARACTERISTIC OF IGNITABILITY (D001) AS DEFINED
IN HAZARDOUS WASTE REGULATIONS 40 CFR 261 SUBPART C. THEREFORE. DISPOSAL
OF UNUSED PRODUCT MUST COMPLY WITH HAZARDOUS WASTE REGULATIONS.

E. OTHER
THIS PRODUCT CONTAINS TOLUENE LISTED AS A "TOXIC POLLUTANT" UNDER SECTIUON
307 OF- THE CLEAN WATER ACT AND SPECIFIC D1SCHARGE LIMITATIONS ON

WASTEWATERS CONTAINING IT MAY APPLY. REFER TO THE EFFLUENT GUIDELINES FOR
YOUR INDUSTRY (40 CFR 401 THROUGH 469).

CONT {NUED. ..
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.CONT INUED

*O0TNOTES:

SEC. 302 - THRESHOLD PLANNING QUANTITY, EXTREMELY HAZARDOUS SUBSTANCE
(EHS) (40 CFR 355 EMERGENCY PLANNIMG AND NOTIFICATION
REGULATIONS)

N/A: TH1IS CHEMICAL 1S NUT AN EHS. THEREFORE, THERE 1S NO THRESHULD

PLANNING QUANTITY (TPD). )
=

SEC. 304 - REPORTABLE QUANTITY FOR RELEASES UF AN EHS (40 CFR 35%,
APPENDIX A)

N/7As THIS CHEMICAL IS NJT AN EHS. THEREFUORE, THERE IS NUO REPUORTABLE

QUANTITY (RGQD.

SEC 311,312 - 40 CFR 370 HAZARDOUS CHEMICAL REPORTING REQUIREMENTS "HAZARD
CATEGORIES"
HC-1 IMMEDIATE (ACUTE) HEALTH HAZARD
HC-2 DELAYED (CHRONIC) HEALTH HAZARD
HC-3 FIRE HAZARD
HC-4 SUDDEN RELEASE UF PRESSURE HAZARD
<:> HC-5 REACTIVE HAZARD
NHH NOT A HEALTH HAZARD
NPH NOT A PHYSICAL HAZARD

SEC 313 - 40 CFR 372 TOXIC CHEMICAL RELEASE REPORTING REWUIREMENTS

NO: THIS COMPONENT IS NOT SUBJECT TO THE REPORTING REQUIREMENTS OF
SECTION 313 OF TITLE 1II OF THE SUPERFUND AMENDMENTS AND
REAUTHURIZATION ACT OF 1986 AND 40 CFR PART 372 TOXIC CHEMICAL

REPORTING REQUIREMENTS.

YES: THIS COMPONENT IS SUBJECT TO THE REPORTING REQUIREMENTS OF SECTION
313 OF TITLE 111 OF THE SUPERFUND AMENDMENTS ANP REAUTHORIZATION ACT
OF 1986 AND 40 CFR PART 372 TOXIC CHEMICAL REPORTING REWUIREMENTS.
PERCENT COMPOSITION (OR ESTIMATED RANGE) 1S LISTED ABOVE.

NsA:  THIS PRODUCT IS A MIXTURE. AS SUCH, IT IS NOT LISTED AS A TOXIC
CHEMICAL UNDER 40 CFR 372, SECT. 313 REPORTING REQUIREMENTS.

REPORTABLE CONSTITUENTS ARE LISTED INDIVIDUALLY WHERE THEY EXCEED
THRESHOLD CONCENTRATION LIMITS.

<:>NU. 25158
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HERCULES INCORPORATED s PEXATE*- 332-RS

Hercules Plaza : T Metal“resinate . solution
Wilmington, DE 19894 , : : M

Phone #: (302) 594-5000 (24 hrs) MSDS No.: 811 5033 0100-05
Supersedes MSDS No.: 811 5033 0100-04 Date: 02/22/91

WARNING! FLAMMABLE LIQUID.
. "~ YN®Y o CAN CAUSE IRRITATION OF EYES, SKIN AND RESPIRATORY TRACT.
Magmer Fﬂe ABSORPTION OF LIQUID THROUGH THE SKIN OR INHALATION OF VAPOR CAN
T CAUSE HEADACHE, DIZZINESS, SLEEPINESS OR INCOORDINATION. -
Do Not RemOV8 ¢ "gya LowED, ASPIRATION CAN CAUSE FATAL CHEMICAL PNEUMONIA.

\‘\ i 0 3 '/
‘ED‘§é§A§%¥ 332-RS Metal resinate solution HMIS RATINGS: (1)
Health hazard: 2 Moderate (2)
Flammability hazard: 3 Serious

Reactivity hazard: .0 Minima!

CHEMICAL AND COMMON NAMES: Calcium/zinc resinate in toluene/lactol spirits
solution

APPEARANCE AND ODOR: Amber liquid; toluene odor
(::> (2) Chronic toxicity data available. See Section V of MSDS.

* Registered Trademark of Hercules Incorporated.

.........__—__—_——_-_———-.—.._—..._——...—-_—_....—..._-_—__——_—._—-—_————_—-—————_——_.—_—-...—_'-.—_——

CHEMICAL AND COMMON NAMES CASRN %¥  RECOMMENDED AIRBORNE :LEVELS (1)
.17 1989-1990 “tiai. Lt
"&i, OSHA TWA TLV-TWA
i . . TSR S
Toluene -108-88-3 24 © 100 ppm. ‘: ™
STEL 150 ppm
Lactol spirits 64742-89-8 16 400, ppm (3)

STEL 500 ppm

(3) Reported as n-heptane (CASRN Ni2-82-5) . Lactol spirits are 85% heptane

i somers. - E R AT Ty

(1) Explanation of acronyms: s B P I

HMIS: Hazardous Materials ldentification System rating for product as' supplied.
ATHA WEEL: American Industrial Hygienists Association - Workplacei . - ' & v

Environmental Exposure .lLevel. R I SR B

OSHA: Occupational Safety ‘and Health Administration. - SELel pim a0t

T

TLV: Registered trademark of American Conference of Governmental Industrial
Hygienists for Threshold Limit Values. ' R o 53*fﬂ*‘

TWA: Time Weighted Average

(::) STEL: Short term exposure limit (See 29 CFR 1910.1048, March 1, 1989, revision)
C: Ceiling exposure concentration (See 29 CFR 1910.1000, March 1, 1989, rev.)
SKIN: May be absorbed through skin (See 29 CFR 1910.1048, March 1, 1989, rev.)
N/A: Not applicable : AT B L SR
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BOILING POINT: 85-111 C (185-232 F) (4) SOLUBILITY IN WATER: Negligible
VAPOR PRESSURE AT 20 C: Not determined. SPECIFIC GRAVITY: 1.0 .
VAPOR DENSITY: Heavier than air (&) pH: N/A

VOLATILE (WT.),%: 4o EVAPORATION-RATE: Slower than butyl

acetate
FREEZING POINT: Not determined.

(4) Property of toluene/lactol spirits solvent. Properties of product may be
different.

WARNING! FLAMMABLE LIQUID.
FLASH POINT: -6 C (21 F) (5)
FLAMMABLE LIMITS: Lower Explosive Limiﬁf (LEL) 1.0% (5)
(::)UTOIGNITION TEMPERATURE: Not determined. | _ a!:)
2 dat i

EXTINGUISHING MEDIA: - Water spray, dry chemical, foam, carbon dioxide, or halon
SPECIAL FIREFIGHTING PROCEDURES: '
Cool:containers with water if exposed to fire. o ) s
Use self-contained breathing apparatus.
TS O T ’
UNUSUAL FIRE AND EXPLOSI1ON HAZARDS:
None, other than hazards associated with flammable liquid fires.

STABILITY CONSIDERATIONS: Stable

INCOMPATIBILfTYWWITH: Strong oxidizing agents

HAZARDOUS'DECOMPOSITION PRODUCTS: Not determined.

HAZARDOUS PRODUCTS OF COMBUSTION: '
Combustion .products vary depending on fire condltlons and: other products in
the fire. The predominant products will be carbon monoxide .and carbon
dioxide. Under some conditions, aldehydes: and 'carboxylic acids may be
formed. These will be irritating to eyes, nose, throat,.and -lungs. =

"l

HAZARDOUS POLYMERIZATION. Will not occur. Lt ) SR L

s S 3. 1y Aoy U

(::§5)-Pnopoctlo§wof lactol spirits. Propertnes of product may be dlfferent‘

' L Y T gy el Btk
VS LATL , . : Wyl 3oy
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WARNING! CAN CAUSE IRRITATION OF EYES, SKIN AND RESPIRATORY TRACT.
ABSORPTION OF LIQUID THROUGH THE SKIN OR INHALATION OF VAPOR CAN
CAUSE HEADACHE, DIZZINESS, SLEEPINESS OR INCOORDINATION.
IF SWALLOWED, VOMITING CAN CAUSE FATAL LUNG INJURY.

SIGNS & SYMPTOMS OF OVEREXPOSURE IN THE WORKPLACE:

EYES: Liquid can cause temporary corneal cloudiness, redness, pain,
tearing; vapor may also cause irritation. 'Prolonged exposure
may cause visual changes.

SKIN: Liquid can cause irritation, drying, scaling, cracking and
dermatitis and abnormal skin sensations such as burning,
prickling, tingling or numbness. Absorption through the skin
can cause harmful systemic effects.

INHALATION: Inhaling vapor or mist may cause irritation of the nose and
throat, nausea, headache and, at high concentrations,
dizziness, incoordination, and drowsiness.

INGESTION: May cause nausea, vomiting, burning sensation of the mouth
and throat, headache, dizziness, incoordination and
drowsiness. Vomiting can cause fatal lung injury.

EMERGENCY & FIRST AID PROCEDURES:
EYES: |Immediately flush with plenty of low-pressure water for at Ieast 15
minutes. Remove any contact lenses to ensure thorough flushing. Call a
(::) physician. '

SKIN: Promptly wash with soap and water. Remove contaminated clothing.
Wash clothing before reuse. A '

INHALATION: Remove to fresh air. |If breathing has stopped, give -
artificial resplratnon 1f breathlng is dnffncult, gnve oxygen. Call a
physucuan

P

INGESTION: If this piyduct |s swallowed, do NOT lnduce vomltlng. call a

physician |mmed|ately. o : e . .
NOTE TO PHYSICIAN: This product contalns a hydrocarbon solvent., Asplratnon
into the Iungs will result.in chemlcal pneumonltns._ v

MEDICAL CONDITIONS GENERALLY RECOGNIZED AS BEING AGGRAVATED BY EXPOSURE:
Exposure to toluene may |ncrease the severity of liver anury from alcohol

abuse. . oo T s

Con;inued...
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«..Continued

MEDICAL CONDITIONS GENERALLY:RECOGNIZED AS BEING AGGRAVATED BY EXPOSURE:
This product contains rosin or a rosin derivative. Rosin and some of its
derivatives have been reported to cause an allergic skin reaction
(sensitization) in susceptible individuals under certain non-industrial
exposure conditions of repeated and prolonged skin contact. Individuals
sensitized to rosin derivatives may also react to this product after skin

-contact. Hercules is unaware of any allergic skin reactions caused by
industrial exposure to this product or similar materjals. A thorough
search of Hercules medical records has disclosed no case of skin
sensitization to rosin or its derivatives from industrial exposure in our
workers. None have been reported by our customers.

PRIMARY ROUTES OF ENTRY: Inhalation, skin.

CANCER [INFORMATION:
The components of this product are NOT listed as carcinogens by the
National Toxicology Program (NTP). They are NOT regulated as carcinogens
by the Occupational Safety and Health Administration (OSHA) . The S

(::) International Agency for Research on Cancer (lARC) has evaluated tpluqne;
and found it was not classifiable as to human carcinoggniéity,IOthérmf,
components have NOT been evaluated by |ARC. ' o Gfkilu’

REPORTED HUMAN EFFECTS: e g i i

TOLUENE vapor' is rapidly absorbed through the lungs. Déin'egposurg to .

concentrations of 43 to 130 ppm caused decreases in manual dexterity) '

memory, and visual perception. Levels of 200 ppm for 8 hr produced mild

fatigue, weakness, confusion, abnormal skin sensations suéh"aS'burnjpg; -

prickling, tingling or numbness, and tearing and transient'irritationtgf
the eyes. Higher concentrations also cause nausea, headaches, " tiredness,
and dizziness. lnha]atjon of very high concentrations for a Rf°'399Fﬂan.'
period of time produces“vision disturbances, nausea, narcosjis and ..
collapse. Chronic inhalation exposure may cause liver, nerve and.brain
damage. Toluene has alsq.been reported to cause effects on ppe,hqa[${ Gy

(cardiac sensitization) ‘which ‘can result in death. Ingestion.causes, . , ...

tremors, effects on heart, convulsions, stupor, shallow rapid respiration

and unconsciousness; liver anqykidney damage may occur.

!

A review of data by the California Department of Healthl§gcvj§§slcgqglu¢ed ;
that instances of adverse reproductive effects a;sociatédijph}de]ihéﬂgﬁgtf
inhalation of:paint thinners by pregnant women constitute limited'eviqggfsw
for reproductive toxicity of toluene. Mo

b

Continued! i
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REPORTED HUMAN EFFECTS:...Continued
LACTOL SPIRITS: The odor threshold of a hydrocarbon mixture similar to
Lactol Spirits was approximately 0.04 mg/liter or 10 Ppm. A concentration
of 1.7 mg/liter (LOO ppm) was tolerated by most individuals . Eye and
throat irritation was noted at exposures between 3 and 8 mg/liter. The
hydrocarbons C5 to C9 are reported to have anesthetic and CNS depressant
actions. They are fat solvents and on repeated or prolonged skin contact
may cause dermatitis.

CALCIUM/ZINC RESINATE: None known.
REPORTED ANIMAL EFFECTS:

TOLUENE is absorbed rapidly by the lungs, more slowly from the
gastrointestinal tract, and quite slowly through the skin. 1|t has its
primary toxic effect on the central hervous system. The one-hour
inhalation LC50 is about 27,000 ppm in rats. Exposure to toluene vapor at
high concentrations caused initijal excitement, then muscular
incoordination, tremors, narcosis and weakness, and ultimately
unconsciousness. Several species of animals exposed to toluene vapor at
concentrations of 100 ppm or greater, 8 hr/day for 3 to 4 months, showed no
significant signs of overt toxicity. Recent studies have indicated a

(::> high-frequency hearing loss in weanling and young adult rats exposed to
1200 ppm toluene 14 hm‘ﬁay for about 35 consecutive days.

TOLUENE has an acute rat oral LD50 greater than 5 g/kg. Liquid toluene
caused transient irritation of the eyes. The dermal LD50 in rabbits was
14 g/kg; dermal application of toluene up to 20 times caused slight to -
moderate irritation. Rats given up to 590 mg/kg/day orally for 6 months
showed no ill effects. Y

\ Py ;
A data review by the California Department of Health Services:concluded
that results of animal studies constitute limited evidence for female
reproductive toxicity of toluene and sufficient evidence of fetal
developmental toxicity. i :

LACTOL SPIRITS: The C6 to C8 hydrocarbons, when aspirated into rat lungs,
caused almost immediate death due to respiratory paralysis, asphyxia, and
cardiac arrest. The 4-hours inhalation LC50 for rats exposed- to a :
hydrocarbon mixture similar to Lactol Spirits was 61 mg/L (1,500 ppm) .
Motor incoordination was noted at 5,300 ppm. At 24,200 ppm, convulsions
and death occurred to all. No toxic signs were observed at 2,800 ppm.
Rats survived exposures to 2,000 ppm 6 hrs/day, 5 days/week for 13 weeks
without any disturbanges in the measured parameters. e ek

CALCIUM/ZINC RESINATE: None known.

OTHER: :
<::> TOLUENE was inactive in several in vitro mutagenicity test systems.
Chromosome changes have been reported in toluene-exposed workefs,
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SPILL PROCEDURES:
Eliminate sources of ignition. Wear self-contained breathnng apparatus.
Do not enter spill area. Small Spills: Add absorbent, sweep up, and
discard. Large Spills: Dike to contain and pump_ into drums for use or
disposal.

WASTE DISPOSAL METHOD: "
Incineration in accordance with local, state, and federal hazardous waste

regulations.

Refer to Section VIIl for specific Federal Environmental and Regulatory
Data regarding use or disposal of this product.

APPROPRIATE HYGIENIC PRACTICES:
Avoid contact with eyes, skin, and clothing.
Avoid breathing vapors.
Wash thoroughly after handling, and before eating, drnnklng or smoking.
Remove contaminated clothing promptly and clean thoroughly before, reuse.
Avoid contamination of food, beverages, or smoking materials.

<::)ERSONAL PROTECT I VE EQUIPMENT o
Impervious gloves ' _ \ " L
Safety glasses ' ’ |
Appropriate respiratory protection is required when exposure ‘to an anrborne
contaminant is likely to exceed acceptable limits. Respirators should be
selected and used in accordance with OSHA Subpart 1 (29 CFR 1910. l3h) and.,
manufacturer's recommendations.: : BE B gt
Appropriate protective ‘clothing ' “ ) pE .
WORK PRACTICES:

Eyewash fountains and safety showers should be easnly accessnble. TR
ey LA : Y I '

HANDLING AND 'STORAGE PRECAUTIONS“

Keep away from heat, sparks- and flame. : ..' ; o ,Iu.ﬁﬂfﬁ
Keep containers closed. : bt e e L .

Store '‘at room temperature below 27 C (80 F). |n order - to preserve product "
integrity. - ' i

Store in areas that are- desngned from' flammable Inquud storage”(See NFPA30)
This product may react with i‘rong oxidizing agents and should not be

stored near such maternals. yil ¢ u s
v ik Litr e 4 \ o ;

ot h
PR nl ..q,,-'.--u RN
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‘. +..Continued

ENGINEERING CONTROLS:
Adequate ventilation should be provided to keep vapor: concentrations below
acceptable exposure limits. Discharge from the ventilation system should
comply with applicable air pollution control regulations.
Provide electrical wiring for hazardous atmosphere,

PROTECTIVE MEASURES DURING REPAIR AND MAINTENANCE:
Eliminate sources of ignition. :
Completely isolate and thoroughly clean all equipment, piping or vessels
before beginning maintenance or repairs.
Appropriate protective clothing.

W, B BY: R}
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<:::¥lll. ENVIRONMENTAL REGULATORY DATA
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The following Environmental and regulatory data are provided to assist users
of this product in defining their regulatofy environmental compliance
obligations.

A. PRODUCT COMPOSITION

PRODUCT (P) or TRADE NAME or ,
COMPONENT NO. CHEMICAL COMPONENT CAS NUMBER WT. PERCENT
P PEXATE® 332-RS N/A ' 100
' Metal resinate solution
1 Toluene 108-88-3 24
2 Zinc resinate _ Trade Secret 1.4 (as Zn)
3 Lactol spirits * 64742-89-8 16
B. SARA TITLE 111 (See footnotes)
SEC. 304 SEC. 302 .
COMPONENT EHS EHS SEC. 311/312 SEC 313 TOXIC
NO. RQ (1bs) TPQ (ibs) HAZARD CATEGORY. CHEMICAL (YES, NO)
N/A N/A HC-1, HC-2, HC-3 N/A
N/A N/A HC-1, HC-2, HC-3 YES
N/A N/A HC-1 NO

W N - T

N/A N/A NHH, NPH YES
C. CERCLA (4O CFR 302.4 HAZARDOUS SUBSTANCE & REPORTABLE QDANTITIES)

PEXATE*® 332-RS metal resinate solution contains toluene that is a .-
""Hazardous Substance" listed in 40 CFR 302.4. PEXATE% 332-RS metal
resinate solution has a "Reportable Quantity" of 4,000 Ibs.

D. RCRA INFORMATION

This product exhibits the characteristic of ignitability (D0O1) as defined '
in hazardous waste regulations 40 CFR 261 Subpart C. Therefbre, disposal ;
of unused product must comply with hazardous waste regulations. '

-7 e

E. OTHER

This product contains toluene listed as a "Toxic Pollutant" under sectjon

307 of the Clean Water Act and specific discharge limitations on , S, %
wastewaters containing it may apply. Refer to the Effluent Guidelines for -
your industry (40 CFR 401 through L469) . ' iy 1R

This product contains a petroleum hydrocarbon. Prevent runoff from spfdls
or leaks entering navigable waters, streams or other bodies of water. afe

runoff occurs, notify the National:Response Center (NRC) at 800-424-8802.

)
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(::> Vill. ENVIRONMENTAL REGULATORY DATA

«+.Continued
FOOTNOTES:

SEC. 302 ~ Threshold Planning Quantity, Extremely Hazardous Substance
(EHS) (4O CFR 355 Emergency Planning and Notification
regulations)

N/A: This chemical is not an EHS. Therefore, there is no Threshold

Planning Quantity (TPQ).

SEC. 304 - Reportable Quantity for Releases of an EHS (kb0 CFR 355,
Appendix A)
N/A: This chemical is not an EHS. Therefore, there is no Reportable
Quantity (RQ).

SEC 311/312 - 4O CFR 370 Hazardous Chemical Reporting Requirements '"Hazard
Categcries"

HC-1 Immediate (acute) health hazard

HC-2 Delayed (chronic) health hazard

HC-3 Fire hazard

HC-4 Sudden release of pressure hazard

HC-5 Reactive hazard

NHH Not a health hazard

NPH Not a physical hazard

(::> SEC 313 - 4O CFR 372 Toxic Chemical Release Reporting Requirements

NO: - This component is NOT subject to the reporting requirements of
Section 313 of Title 11l of the Superfund Amendments and
Reauthorization Act of 1986 and 40 CFR Part 372 Toxic Chemical
Reporting requirements.

YES: This component is subject to the reporting requirements of Section
313 of Title 11l of the Superfund Amendments and Reauthorization Act
of 1986 and houﬁmR Part 372 Toxic Chemical Reporting requirements.
Percent composition (or estimated range) is listed above.

N/A: This product is a mixture. As such, it is not listed as a Toxic
Chemical under L4LO CFR 372, Sect. 313 reporting réquirements.
Reportable constituents are listed individually where they exceed
threshold concentration limits.

_____ k —_— e —————————

HERCULES INCORPORATED HAS COMPILED THE INFORMATION AND RECOMMENDAT I ONS
CONTAINED IN TH1S MATERIAL SAFETY DATA'SHEET FROM SOURCES BELIEVED TO BE
RELTABLE AND TO REPRESENT THE MOST REASONABLE CURRENT OPINION ON THE- SUBJECT
WHEN THE MSDS WAS PREPARED. NO WARRANTY, GUARANTY OR REPRESENTATION 1S MADE
AS TO THE CORRECTNESS OR SUFFICIENCY OF THE INFORMATION. THE USER OF THIS
PRODUCT MUST DECIDE WHAT SAFETY MEASURES ARE NECESSARY TO SAFELY USE THIS
- PRODUCT, EITHER ALONE OR IN COMBINATION WITH OTHER PRODUCTS, AND DETERMINE ITS
ENVIRONMENTAL REGULATORY COMPLIANCE OBLIGATIONS UNDER ANY APPLICABLE FEDERAL
<::> OR STATE LAWS.

Doc. No. 420ks
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HERCULES INCORPORATED ' PEXATE* 532-RS

Hercules Plaza Metal resinate solution

Wilmington, DE 19894 A

Phone #: (302) 594-5000 (24 hrs) MSDS No.: 811 5033 7700-01

Supersedes MSDS # 767 1124 5001-01 o Date: 01/25/9] %?~.

I.  PRODUCT IDENTIFICATION \004':\\ izell’—p,

_______________________________________________________________ - e P ]

B T 272“02‘,?8”7 #@

WARNING! FLAMMABLE LIQUID. B, Ok

CAN CAUSE IRRITATION OF EYES, SKIN AND RESPIRATORY TQRETSQgQQ»w'

ABSORPTION OF LIQUID THROUGH THE SKIN OR INHALATION OF VAPOR' CAN
CAUSE HEADACHE, DIZZINESS, SLEEPINESS OR INCOORDINATION.

REPEATED EXPOSURE CAN CAUSE KIDNEY AND L|VER DAMAGE.

IF SWALLOWED, ASPIRATION CAN:CAUSE FATAL CHEMICAL PNEUMONIA.

PEXATE* 532-RS HMIS RATINGS: (1)
Metal resinate solution
Health hazard: 2  Moderate(2)
(Formerly HERCULES* RES 0-2268) Flammability hazard: 3 Serious
Reactivity hazard: 0 Minimal

CHEMICAL AND COMMON NAMES: Calcium/zinc resinate in toluene/tactol spirits
solution

APPEARANCE AND ODOR: Amber liquid; toluene odor

(2) Indicates that there may be chronic health effects present. See Section v
. of MSDS. s ; N . . e

% Registered Trademark of Herculeshjggorporated.

(1)Explanation of acronyms:

HMIS: Hazardous Materials ldentification System rating for product as supplied.

. AIHA WEEL: American Industrial Hygienists Association - Workplace
Environmental Exposure Level.

OSHA: Occupational Safety and Health Administration.

TLV: Registered trademark of American Conference of Governmental Industrial
Hygienists for Threshold Limit Values.

TWA: Time Weighted Average '

STEL: Short term exposure limit (See 29 CFR 1910.1048, March 1, 1989, revision)

C: Ceiling exposure concentration (See 29 CFR 1910.1000, March 1, 1989, rev.)

SKIN: May be absorbed through skin (See 29 CFR 1910.1048, March 1, 1989, rev.)

N/A: Not applicable
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1. HAZARDOUS INGREDIENTS & EXPOSURE LIMITS

O-----__________________________I._______..____________________________-___-_'_'___

CHEMICAL AND COMMON NAMES: CASRN RECOMMENDED AIRBORNE LEVELS (1)
OSHA TWA TLV-TWA 1989-90
Toluene 108-88-3 100 ppm (3)
STEL 150 ppm
Lactol spirits 64742-89-8 400 ppm (4)

- STEL 500 ppm

(3) For toluene, the NIOSH exposure limit is 200 ppm. The Acceptable Ceiling
‘Concentration for anytime during an 8-hour shift is 300 ppm. The NIOSH
Acceptable Maximum Peak above the Acceptable Ceiling Concentration for an
8-hour shift is 500 ppm for 30 minutes.

(4) Reported as n-heptane (142-82-5). Lactol spirits are 85% heptane isomers.

BOILING POINT: 85-111 C (185-232 F) (5) SOLUBILITY IN WATER: Negligible
VAPOR PRESSURE AT 20 C: Not determined. SPECIFIC GRAVITY: .98

- (::)VAPOR DENSITY: Heavier than air (5) pH: N/A

VOLATILE.(VOL.),zz Lo EVAPORATION RATE: Slower than butyl
. - ; acetate

FREEZING POINT: Not determined. -

(5) Property of toluene/lactol spirits solvent.

WAQNINGl fLAMMABLt LiQulD.
FLASH POINT: -6 C (21 F) TAG (2)
FLAHMABLE.LIMITS: LEL 1.0% (6)
AUTOIGﬁITION TEMPERATURE: Not determ}ned.

EXTINGUISHING MEDIA: Water spray.vdrg(chemiéal._foam._carbon dioxide, or halon

<::> (6) Properties of Toluene/lactol spiritsju

Continued...
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Iv. FIRE, EXPLOSION, & REACTIVITY HAZARD DATA ':!;HJLJ “

..Continued

SPECIAL FIREFIGHTING PROCEDURES:
Cool containers with water if exposed to fire.

Use self-contained breathing, apparatus.
i

UNUSUAL FIRE AND EXPLOSION HAZARDS:
None, other than hazards associ§ted with flammable liquid fires.

STABILITY CONSIDERATIONS: Stable
INCOMPATIBILITY WITH: Strong oxidizing agents
HAZARDOUS DECOMPOSITION PRODUCTS: Not determined.

HAZARDOUS PRODUCTS OF COMBUSTION:
Combustion products vary depending on fire conditions and other products in
the fire. The predominant products will be carbon monoxide and carbon
dioxide. Under some conditions, aldehydes and carboxylic acids may be
formed. These will be irritating to eyes, nose, throat, and lungs.

HAZARDOUS POLYMERIZATION: Will not occur.

WARNINGI"CAN'CAUSE IRRITATION OF EYES, SKIN ANS RESPIRATORY TRACT
' ABSORPTION OF LIQUID THROUGH THE SKIN:iOR:‘INHALATION OF VAPOR CAN
CAUSE HEADACHE, DIZZINESS, SLEEPINESS OR.INCOORDINATION. ~
REPEATED EXPOSURE CAN CAUSE KIDNEY AND LIVER DAMAGE.
[F SWALLOWED, ASPIRATION CAN CAUSE FATAD;FHE”ICAL:PNEUMONIA. 7

SIGNS AND SYMPTOMS OF OVEREXPOSURE IN THE WORKPLACE: T
EYES: q;z' ~ Vapor can cause eye irritation. w:th;paln rtearing and
' "7 7 redness. Prolonged overexposure may" cause ocular -~
. disturbances such as '"reddening of: the‘vusnon 1
SKIN: - Liquid may cause irritation, drylng, scallng, cracklng and
" dermatitis.
INHALATION: Vapor can cause irritation of the nose‘and throat. headache,
"dizziness, unconsciousness. Exposyre.to very high vapor
concentrations over a prolonged period‘of time-can result 'in
: symptoms similar to those reported. below for ingestion..
INGESTION: Can cause nausea, vomiting, burning:sensation of’ the“mouth
and throat, headache, dizziness, weakness, euphorla,_
AT drowsiness, and lncoordlnatlon. =#"a '!«?.1 : AP B
bt

Continued...
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PRIMARY ROUTES OF ENTRY: . Eyes, skin, inhalation

-
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...Continued

EMERGENCY & FIRST AID PROCEDURES:
"EYES: Immediately flush with plenty of low-pressure water for at least
15 minutes. Remove contact lenses to ensure thorough flushing. Call a
physician.

SKIN: Promptly wash with soap and water. Remove contaminated clothing.
Wash clothing before reuse.

INHALATION: Remove to fresh air. Treat any irritation symptomatically.
‘If breathing has stopped, give artificial respiration. I[f breathing is
difficult give oxygen. Call a physician.

INGESTION: [f conscious, the person should immediately drink large
quantities of liquid. Do NOT induce vomiting. Call a physician. NEVER
give liquids to an unconscious person. ' )

NOTE TO PHYSICIAN: This material contains a hydrocarbon solvent.
Aspiration into the lungs will result in chemical pneumonitis.
Sympathomimetics may potentiate cardiac arrhythmias in persons exposed to
the solvent in this product. :

[l

MEDICAL CONDITIONS GENERALLY RECOGNIZED AS BEING AGGRAVATED BY EXPOSURE:

This product contains. rosin or a rosin derivative. Rosin and some of its
derivatives have been reported to cause an allergic skin reaction
(sensitization) in susceptible individuals after repeated or prolonged skin
contact. Hercules Incorporated is unaware of any allergic skin reactions
caused by industrial exposure to this product or similar materials. A
thorough search of Hercules medical records has disclosed no case of skin
sensitization to rosin.or its derivatives from industrial exposure’in our
workers. None have been reported by our customers. The solvent -in this

product may increasevthe_severity of a pre-existing skin disorder.

H
I

]

CANCER INFORMATION: .. . . vl

The components of this product are NOT listed as carcinegens by the

National Toxicology Program.. (NTP). They are not regulated as carcinogens
by the Occupational Safetw&ipd Health Administration (0SHA) and have not
been evaluated by the International Agency for Research on Cancer (lARC).

.

Continued...
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...Continued

REPORTED HUMAN EFFECTS:

REPORTED ANIMAL EFFECTS: . N

TOLUENE vapor is rapidly absorbed through the lungs of humans.
Concentrations of 150 ppm for a few hours produced neurobehavioral deficits
experimentally. Levels of 200 ppm for 8 hours produced mild fatigque,
weakness, confusion, parestfesia of the skin (abnormal sensation, such as
burning or prickling), tearing and transient irritation of the eyes.
Higher concentrations can cause eye irritation and central nervous system
effects (nausea, headaches, las's'i tude, euphoria). [Inhalation of very high
concentrations for a prolonged period of time can also cause vision
disturbances, nausea, narcosis and collapse. Chronic inhalation exposure
can cause liver, kidney, nerve and brain damage. Toluene has also been
reported to cause effects on the heart (cardiac sensitization) which can
result in death. Ingestion causes tremors, effects on heart, convulsions,
stupor, shallow rapid respiration and unconsciousness; liver and kidney
damage may occur. '

LACTOL SPIRITS: Human volunteers were exposed to varying vapor
concentrations of a hydrocarbon mixture similar to Lactol Spirits. The
odor threshold was determined to be ,approximately 0.04 mg/liter or 10 ppm.
The concentration which was tolerated by most individuals was 1.7 mg/liter.
Eye and throat irritation was noted by a few individuals at exposures
between 3 and 8 mg/liter. The hydrocarbons C5 to C9 are reported to have
anesthetic and CNS depressant actions. They are fat solvents and on
repeated or prolonged skin contact may cause chemical dermatitjs:“

L N T TpeballTE s
CALCIUM/ZINC RESINATE:- None known.

TOLUENE is absorbed rapidly.by the lungs, more slowly from.the . /- e
gastrointestinal tract, and quite slowly through the 'skin. ‘The one-hour
inhalation LC50.is about 27,000 ppm in rats. It has its primary toxic
effect on the central nervous system. Exposure to tdluene vapor at:'high
concentrations caused initial excitement, then muscular incoordination, ;
tremors, narcosis and weakness, and ultimately unconsciousness. %'Several:"
species of animals exposed to toluene vapor at concentrations of 100 ppm or
greater, 8 hours a day, for three to four months, showed:no isignificant'"
signs of overt.toxicity. :Recent studies have indicated a'high-frequency
hearing loss in weanling -and ‘young adult rats exposed .to 1200 ppm itoluene
14 h/day for about 35 consecutive days. - ' ST AP O T
Toluene has an acute rat oral LD50 greater than 5 g/kg. Liquid toluene
caused transient irritation of the eyes. The dermal LD50 in rabbfts is

14 g/kg; dermal application of toluene up to 20 times caused 'slight to
moderate irritation. Rats given up to 590 mg/kg/day orally for six months
showed no ill effects. °

Continued...
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REPORTED ANI[MAL EFFECTS:...Continued
LACTOL SPIRITS: The C6 to C8 hydrocarbons, when aspirated into rat lungs,
caused almost immediate death due to respiratory paralysis, asphyxia, and
cardiac arrest. The LC50 for rats exposed to a hydrocarbon mixture similar
to Lactol Spirits for 4 hours was 61 mg/L (1,500 ppm) .

Motor incoordination was noted at 5,300 ppm. At 24,200 ppm, ‘convulsions
and death occurred in all. No toxic signs were observed at 2,800 ppm.
Rats survived exposures to 2,000 ppm 6 hrs/day, 5 days/week for 13 weeks
without any disturbances in the measured parameters.

CALCIUM/ZINC RESINATE: None known.

OTHER:
TOLUENE was active in several mutagenicity test systems. Chromosome
changes have been reported in toluene-exposed workers.

LACTOL SPIRITS: Present studies indicate that none of the alkanes possess
teratogenic, mutagenic, or carcinogenic properties.

CALCIUM/ZINC RESINATE: None known.

SPILL PROCEDURES: , ET N far
Eliminate sources of ignition. Wear self-contained brealh]hg;appgratqs.
Do not enter spill area. Small Spills: Add absorbent, sweep up, and
discard. Large Spills: Dike to contain and pump Lpto,drums_fpr use or
disposal. ' A -

Faae "

1 1 '

WASTE DISPOSAL METHOD: . e . 8
Incineration in accordance with local, state, and federal hazardous waste
regulations. : ‘

Refer to Section VIII for specific Federal Environmental and,Regulatdry
Data regarding use or disposal of this product.

APPROPRIATE HYGIENIC PRACTICESf&i)
Avoid contact with eyes, skin, and clothing.
Avoid breathing vapors. ' Ey
Wash thoroughly after handling, and before eating, drinking or smoking.
Remove contaminated clothing promptly and clean thoroughly before reuse.
<::> Avoid contamination of food, beverages,. or smoking materials.

‘ \
Continued... -






